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US32DStainless Steel 
Auxiliary DeadboltD9000

US32DStainless Steel 
Auxiliary DeadboltD9002

Interior
Turnpiece

Interior
Turnpiece

US32DStainless Steel 
Auxiliary DeadboltD9000S

Interior
Turnpiece

Not for standard 21⁄8" door prep.

Stainless Steel Auxiliary Deadbolt Kits
Available in 23⁄8" or 23⁄4" backset. D9000 and D9000S fit in 21⁄8" standard bore. 
D9002 fits in 11⁄2" bore. Door Thickness: The D9000, D9000S and the D9002 are 
available for 13⁄8" or 13⁄4" thick doors.

Lock Options: A and AC (see box page 4)

 

D9000

D9002

(For 13⁄8" door)     3⁄4"
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D9000S

(For 13⁄8" door)     3⁄4"

(For 13⁄8" door)    3⁄4"

Stainless Steel Privacy Bolt 

6000 & 6001 Available in 23⁄8" or 23⁄4" backset. Faceplate: 21⁄4" x 1". 
Strike: 23⁄4" dia. x 11⁄8". Inside & Outside Rose: 2" dia.
Inside Turnpiece with Rose: 13⁄8" proj. Bolt: 5⁄8" proj.

6001S Available in 23⁄8" or 23⁄4" backset. Faceplate: 21⁄4" x 1". 
Strike: 23⁄4" dia. x 11⁄8". Inside & Outside Rose: 2" square. 
Inside Turnpiece with Rose: 13⁄8" proj. Bolt: 5⁄8" proj.

Ball Catch* 
Faceplate: 21⁄8"l x 1" w. Strike Plate: 21⁄8" l x 13⁄8" w. Barrel Diameter: 3⁄4" dia. x 11⁄4"l. 

US15

Ball Catch

1600F

US32D
Privacy Bolt

6000
Exterior

View

US32D
Privacy Bolt

6001S
Exterior

View

US32D
Privacy Bolt

6001
Exterior

View

* Ball projection
is adjustable.

All OMNIA cylinders are provided with a Schlage C keyway.

Backset: Available with 23⁄4" backset only.

Doors: 13⁄4" thick with 41⁄2" minimum stile as standard. For doors 
over 13⁄4" thick, please specify door thickness.

Case: Heavy wrought steel with zinc dichromate 
finish for corrosion resistance. 4"w x 3"h

Front: Adjustable armored steel front, with 
11⁄8"w x 45⁄8"h solid brass or stainless steel 
faceplate for all lock bodies.

Deadbolt: 1"proj. x 5⁄8" thick x 11⁄16"h full throw stainless steel.

Springs: High carbon steel.

Strike: Solid brass or stainless steel strike plate. 11⁄8"w x 31⁄2"h

Cylinder: Solid brass from bar stock. Made in USA. Schlage “C” 
keyway supplied as standard, with two OMNIA nickel 
silver keys. When applicable, cylinder collars are supplied 
with compression spring. Available on special orders with 
a variety of other keyways & key combinations.

Keying: Specify Keyed Alike (KA) when needed. 
Master/Grand/Construction keying available at 
additional cost.

Mortise Deadlock

041 US3, US26, US26D, 
US10B, US14, US15,
US32D

Mortise Deadlock
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Available in other finishes
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