
5-1/2"[140] MIN (TS)
7-5/8"[194] MAX (TS)

7-1/2"[191] MIN (D)
9-5/8"[244] MAX (D)

10-1/2"[267] MIN (DE)
12-5/8"[321] MAX (DE)

5-15/16"[151] MIN (TS)
8-1/16"[205] MAX (TS)

 7-15/16"[202] MIN (D)
10-1/16"[256] MAX (D)

10-15/16"[278] MIN (DE)
13-1/16"[332] MAX (DE)

  9-7/16" [239] (TS)
11-7/16" [290] (D)
14-7/16" [366] (DE)

1/2" NPT

FINISHED WALL

 1 3
8 "

35

 

 2 3
8 "

60

 

2"
51

THROUGH-HOLE SPECIFICATIONS            

MIN       RECOMMENDED       MAX      
SPOUT: 15/16" [24]      1-1/4" [32]      1-5/8" [41]

SPOUT LENGTH DETERMINED BY HOW FAR 
ROUGH IS SET INTO WALL

DIMENSION MAX WALL MIN WALL
SPOUT 

LENGTH 
(SKU)

A 5-15/16"[151]  8-1/16"[205] 7" (TS-52)
B 5-1/2"[140] 7-5/8"[194] 7" (TS-52)
A 7-15/16"[202] 10-1/16"[256] 9" (D-52)
B 7-1/2"[191] 9-5/8"[244] 9" (D-52)
A 10-15/16"[] 13-1/16"[] 12" (DE-52)
B 10-1/2"[] 12-5/8" [] 12" (DE-52)
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D Street
WALL TUB SPOUT

TS-52-52
D-52-52
DE-52-52

DIMENSIONS SHOWN TO NEAREST 1/16"
[DIMENSIONS SHOWN TO NEAREST 1MM]

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction•
Includes decorative base ring•
Maximum flow rate: 16 gpm (60.6 L/m) at 60 psi•
For use with: StyleTherm, 3-VR or 2-VR•

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

TM
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