
INSTALLATION INSTRUCTIONS

GENERAL ADVICE

Please read these instructions before you begin installation.

1. Unpack the sink and inspect for any shipping damage before starting the installation.
Do not install a damaged unit.

2. American Standard accepts no liability for damage to the countertop, or sink fixture, during
installation.

3. Installation of this product may require custom cabinetry. We recommend that an experienced cabinet
maker build the new cabinet, or is responsible for modifications to existing cabinets, for this product.

4. To ensure a proper fit between the sink and the cabinet, and between the sink and the countertop
cut-out, and between the sink and any support framing, the fabricator/installer should have the actual
product in-hand.

5. Designer Series undermount sinks include a factory supplied masonite template to assist the
fabricator/installer when preparing the countertop cut-out. This template has been sized to create a
uniform reveal of the sink rim, and this reveal is recommended in order to compensate for the
dimensional variability of hand fabricated product. Any deviation from this recommendation is
certainly permissible, but must be based upon agreement between the customer and the
fabricator/installer … and any changes should be planned with the actual product in-hand for
dimensional verification.

6. The aesthetics of the installed product is of the utmost importance. Please take the necessary
care to ensure that any exposed silicone joints are kept to a minimum, the sink is properly
aligned to the cut-out, and excess silicone is cleaned from the sink.

7. This product is hand fabricated, and dimensions of the the product will vary from one unit to the
next. Industry accepted dimensional variance for this type of product is within 1/8".

8. Product specifications are available on our website at www.americanstandard-us.com

ITEMS SUPPLIED BY AMERICAN STANDARD

In addition to the Sink and Installation Instructions provided, American Standard has supplied the following
items within the sink package:

• 3 1/2" stainless steel sink strainer, one for each bowl

• 1/8" masonite template for undermount sinks

Call Customer Service

1-800-442-1902
Monday through Friday
8:00 A.M. to 7:30 P.M. EST

Technical Customer Service

1-800-442-1902
Monday through Friday
8:00 A.M. to 6:00 P.M. EST
Saturday
8:00 A.M. to 3:00 P.M. EST

Write Customer Service

Customer Care at American Standard
P.O. Box 6820
1 Centennial Plaza
Piscataway, NJ 08855-6820
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FARMHOUSE SINKS

Installation Options

With appropriate planning, farmhouse sinks may be installed several different ways.

The sink ... the base cabinet unit ... and the countertop ... must be selected with a specific installation in mind.

Farmhouse sinks may be installed as:

1. Undermount sinks (rim of the sink is below the countertop)

2. Built-up sinks (rim of the sink is raised above the countertop)

Built-up sinks may be installed with up to 1 1/2" of the side of the sink exposed

(above the top surface of the countertop).

Farmhouse sinks may also be installed with the front corners of the apron flush to adjacent cabinets, or alternatively,
the front corners of the apron may extend out beyond the face of adjacent cabinets by as much as 1/2". We would
caution you to make allowance for installation of the faucet. Position the sink so that there is enough clearance behind
the sink to allow for a backsplash, and full mobility of the faucet lever.

The farmhouse sink has a 3/4" flange on the underside of the apron that will support the unit.
Dab silicone to the base cabinet frame that will contact the sink flange.
Then position the unit either flush with the front face of the cabinet, or extend the unit up to 1/2" beyond the front face
of the cabinet.
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FARMHOUSE SINKS
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UNDERMOUNT SINKS

Fabricator Template Preparation

The masonite template supplied by American Standard has been machined to the exact size and shape of the countertop

cut-out.

We recommend that this masonite template be used to create a female template from 1/2" plywood.

Use a router guide bushing and straight cutter bit to trace the masonite template onto 1/2" plywood, as indicated by

Figure 1, Part A, Template Preparation.

Sand the cut edge clean and smooth.

Part A Part B

Router Guide Cutter Bit Router Guide Cutter Bit
Bushing O.D. Bushing O.D.

Recommended 3/8” 1/4” 1 9/64” 1/2”

Alternate 1/2” 1/4” 1” 1/4”

Part A

Part B

FIGURE 1
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UNDERMOUNT SINK INSTALLATION ALTERNATIVE 1

Sink Installation Procedure

1. Clamp the 1/2" plywood female template on the top surface of the countertop, in the desired position. This
position will be determined by the relationship of the sink rim to cabinet gables, cabinet supporting
members, and deck mounted fittings.

2. Trace the edge of the template with the router guide bushing and straight cutter bit as indicated by
Figure 1, Part B, Template Preparation.

3. Finish the cut-out edge with the desired router bit (ie. chamfer, bullnose, Roman ogee).

4. Prepare a plywood reinforcement sheet that is the same material thickness as the countertop built-up and
big enough to cover the sink base cabinet frame. Use the 1/2" plywood template described earlier, to
cut-out the reinforcement sheet to accept the sink. Using a router, recess the plywood by .050" to .060" for
approximately 2" back from the cut-out, to accept the sink flange.

5. Place this plywood reinforcement sheet on top of the sink base cabinet unit.

6. Assemble sink strainers to sink.

7. Clean sink rim and countertop mating surface with solvent.

8. Lay sink in plywood reinforcement sheet and apply a continuous (translucent color) bead of silicone
around the sink rim.

9. Lay the countertop on top of the cabinets and if necessary shift the sink so that it is centered within the
sink cut out.

10. Align the sink to the cut-out so that a uniform reveal shows around the periphery of the cut-out.

11. Use a non-abrasive cloth and solvent to remove excess silicone that has squeezed out beyond the
cut-out edge.

Countertop

.050" / .060"

1/2" Plywood

1/2" Plywood Sheet

Sink Rim

Cabinet Front

Section Detail

Section Detail
Silicone
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UNDERMOUNT SINK INSTALLATION ALTERNATIVE 2

Sink Installation Procedure

1. American Standard provides DXF files for this product at www.americanstandard-us.com. This outline of the
countertop cut-out is full scale and can be used to program CNC machinery. The cut-out has been designed to
crate a uniform reveal around the sink rim.

2. Finish the cut-out edge with the desired router bit (ie, chamfer, bullnose, Roman ogee).

3. Mount a support frame to adjacent cabinets.

A) The position of the frame members (dimensions X and Y) is determined by the sink cut-out location
(see figure). Check front to back dimensions for the sink cut out to ensure adequate clearance for the
faucet and possible use of a flip tray.

B) The elevation of the support frame (dimension Z) will be determined by the material thickness of the
countertop build-up, or substrate.

4. Assemble sink strainers to sink.

5. Clean sink rim and countertop mating surface with solvent.

6. Apply a continuous (translucent color) bead of silicone around the sink rim.

7. Drop sink into opening of support members.

8. Lay countertop onto cabinets.

9. Align the sink to the cut-out so that a uniform reveal shows around the periphery of the cut-out.

X
Y

APPROX. 1/8 - 1/4" REVEAL

"Z" BUILD-UP / SUBSTRATE

"Z" ELEVATION

CABINET

SUPPORT FRAME

1/4" CLEARANCE

SILICONE

COUNTER TOP
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ÉVIERSSOUS-MONTÉS(ÀINSTALLERSOUSLECOMPTOIR)POSSIBILITÉD’INSTALLATION2

Installation

1.AmericanStandardoffredesfichiersDXFpourceproduitàl'adressewww.americanstandard-us.com.Ceprofil
deladécoupurededessusdecomptoircorrespondàlagrandeurréelled’exécutionetpeuts’utiliserpour
programmerunemachineàCNC.Cettedécoupureaétéconçuepourlaisserapparaîtreunebandeuniformesur
lepérimètredureborddel’évier.

2.Finirlechantdel’ouvertureaumoyendelafraisedetoupiedésirée(ex.:chanfrein,arrondi,doucineromaine).

3.Fixerunestructureporteusesurlesarmoiresadjacentes.

A)Lapositiondesélémentsdelastructure(dimensionsXsurY)estdéterminéeparlapositiondela
découpedel’évier(voirfigure).Vérifierladistanceentrelemuretl’évierpours’assurerqu’ilya
suffisammentd’espacepourlerobinetetpossiblementuncompartimentescamotable.

B)L’élévationdelastructureporteuse(dimensionZ)estdéterminéeparl’épaisseurdelacaleducomptoir
oudelacoucheinterne.

4.Installerlescrépinessurl’évier.

5.Nettoyerlereborddel’évieretlasurfacecorrespondanteducomptoiravecdusolvant.

6.Appliqueruncordoncontinudesiliconetransparentesurlereborddel’évier.

7.Déposerl’évierdansl’ouverturedesélémentsporteurs.

8.Déposerlecomptoirsurlesarmoires.

9.S’assurerquelerebordapparentdel’évierestuniformesurtoutlepourtourdel’ouverture.

X
Y

Environ0,6cm(1/4-1/8po)

CaleZ/coucheinterne

ÉlévationZ

Armoire

Structureporteuse

Jeude0,6cm
(1/4po)

Silicone

Comptoir
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ÉVIERSSOUS-MONTÉS(ÀINSTALLERSOUSLECOMPTOIR)POSSIBILITÉD’INSTALLATION1

Installation

1.Fixerpardesserre-jointslegabaritfemelleencontreplaquéde½posurlasurfacesupérieuredudessusdu
comptoir,àlapositionvoulue.Cettepositionsedétermineentenantcomptedelapositionrelativedurebordde
l’évierparrapportauxcôtésdel’armoire,auxélémentsdesupportagedel’armoireetauxaccessoiresmontéssur
laplagedel’évier.

2.Aumoyendelarondelle-guideetdelafraisedroitedelatoupie,découperlecomptoirensuivantle
contourdugabarit,commedanslafigure1,partieBdelapréparationdugabarit.

3.Finirlechantdel’ouvertureaumoyendelafraisedésirée(ex.:chanfrein,arrondi,doucineromaine).

4.Préparerunpanneauderenfortencontreplaquédelamêmeépaisseurquelacaleducomptoiretassez
grandpourcouvrirlastructuredel’armoirerecevantl’évier.Utiliserlegabaritencontreplaquéde
1,3cm(1/2po)décritprécédemmentpourdécouperlepanneauderenfortquisoutiendral’évier.
Aumoyend’unetoupie,amincirde0,13cm(0,05po)à0,15cm(0,06po)lepourtourducontreplaquésur
unelargeurd’environ5,1cm(2po)pourquelereborddel’éviers’yajuste.

5.Placerlepanneauderenfortencontreplaquésurledessusdel’armoirerecevantl’évier.

6.Installerlescrépinessurl’évier.

7.Nettoyerlereborddel’évieretlasurfacecorrespondanteducomptoiravecdusolvant.

8.Déposerl’éviersurlepanneauderenfortencontreplaqué,puisappliqueruncordoncontinudesilicone
transparentesurlereborddel’évier.

9.Déposerlecomptoirsurlesarmoireset,aubesoin,centrerl’évierdansl’ouverture.

10.S’assurerquelerebordapparentdel’évierestuniformesurtoutlepourtourdel’ouverture.

11.Aumoyend’unchiffondouxetdesolvant,enleverl’excédentdesilicone.

Comptoir

0,13cm/0,15 cm�
(0,05po)/0,06 po)

Contreplaquéde
1,3cm(1/2po)

Panneaudecontreplaqué�
de1,3cm(1/2 po)

Reborddel’évier

Façade de l’armoire

Profilagrandi

Profilagrandi
Silicone
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PartieAPartieB

Rondelle-guidedetoupieFraisedroiteRondelle-guidedetoupieFraisedroite
Dimensionshors-toutDimensionshors-tout

Recommandé1cm(3/8po)0,6cm(1/4po)2,9cm(19/64po)1,3cm(1/2po)

Autrepossibilité1,3cm(1/2po)0,6cm(1/4po)2,54cm(1po)0,6cm(1/4po)

PartieA

PartieB

FIGURE1

ÉVIERSSOUS-MONTÉS(ÀINSTALLERSOUSLECOMPTOIR)

Préparationdugabaritd’installation

LegabaritenmasonitefourniparAmericanStandardaétéusinéauxdimensionsetàlaformeexactesdeladécoupure

dudessusdecomptoir.

Nousrecommandonsd’utilisercegabaritpourcréerungabaritfemelleencontreplaquéde1,3cm(1/2po)d’épaisseur.

Aumoyend’unerondelle-guideetd’unefraisedroitedetoupie,découperlecontreplaquéde1,3cm(1/2po)ensuivant

laformedugabaritdemasonite,commedanslafigure1,partieAci-dessous.

Sablerlechantcoupéafinqu’ilsoitpropreetlisse.
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ÉVIERSDESTYLEMAISONDEFERME

Murfini

Armoire
de61cm
(24po)

Façadede�
l’armoire

Faceplate
49,2cm

(193/8po)

Face
bombée
50,8cm
(20po)

Faceplate 11,8 cm�
(45/8po)

Facebombée�
10,2cm(4po)

Faceplate�
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Facebombée�
1,9cm(3/4po)

Armoire
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Façadede
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Face
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50,8cm
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Murfini

Faceplate11,8 cm�
(45/8po)

Facebombée�
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Pointderéférence
pourlepositionnement
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(181/8po)

Face
bombée
47,6cm

(183/4po)

Faceplate�
1,6cm(5/8po)

Facebombée�
1,9cm(3/4po)

11/2po

21/2po

11/2po

20 po16 po193/8po20po16 po20po

5/8po21/2po3/4po

JupeavantLINÉAIRE
(rectiligne)

JupeavantBOMBÉE
(incurvée)

INSTALLATIONAFFLEURÉED’UNÉVIER
ÀINSTALLERSOUSLECOMPTOIR

INSTALLATIONAFFLEURÉE
D’UNÉVIERAFFLEURÉ
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ÉVIERSDESTYLEMAISONDEFERME

Optionsd’installation

Moyennantuneplanificationappropriée,leséviersstylemaisondefermepeuvents'installerdeplusieursfaçons.

Ilfautchoisirl'évier,l'armoireservantdebaseetledessusdecomptoirenfonctiond'uneinstallationspécifique.

Installationspossiblesdeséviersstylemaisondeferme:

1.Installationsouslecomptoir(lereborddel’éviersetrouvesouslecomptoir)

2.Installationsurélevée(lereborddel’évierestau-dessusduniveauducomptoir)

Onpeutinstallerceséviersenexposantjusqu’à3,8cm(11/2po)descôtés

(audessusdelasurfaceducomptoir).

Onpeutégalementinstallerleséviersdestylefermierdemanièreàcequelafacedutablieraffleurelesarmoires
adjacentesoulesexcèded’auplus1,3cm(1/2po).Ilfautprévoirl’espacenécessairepourl’installationdurobinet.On
doitpositionnerl’évierdemanièreàlaissersuffisammentd’espacepourundosseretetpourpermettreaulevierdu
robinetdebougerlibrement.

Lapartiesupérieuredutablierdel’évierdestylefermiercomprendunrebordde1,9cm(3/4po)d’épaisseurquipermet
desoutenirl’évier.Appliquerdelasiliconesurlapartiedelastructuredel’armoirequiestencontactaveclerebordde
l’’évier.
Puis,positionnerl’évierdemanièreàcequ’ilaffleurelafaçadedel’armoireoul’excèded’auplus1,3cm(1/2po).

A60001
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Comptoir

Tablierdel’évier�
de22,9cm(9 po)

Comptoir

Tablierdel’évier
de22,9cm(9 po)

45/8po19 3/8 po5 1/8 po18 7/8 po4 po20  po 1

5/8 po5

Armoire de�
61 cm (24 po)

A

51/8po18 7/8 po4 po20  po 11/8po

5/8po

1/2po

Armoirede�
61cm(24po)

Tablieraffleuré

JupeavantLINÉAIRE(rectiligne)

Tabliersaillant

4po20  po 1

3/4po

Armoirede
61cm(24po)

41/2po19 1/2 po1 1/4 po

53/4po

1/2po

Armoirede
61cm(24po)

Tablieraffleuré

JupeavantBOMBÉE(incurvée)

ÉVIERSÀINSTALLERSOUSLECOMPTOIRÉVIERSSURÉLEVÉS

Tabliersaillant
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INSTRUCTIONSD'INSTALLATION

CONSEILSGÉNÉRAUX

Veuillezlirecesinstructionsavantdecommencerl’installation.

1.Déballerl’évieretl’inspecterpours’assurerqu’iln’apasétéendommagépendantletransport.
Nepasl’installers’ilestendommagé.

2.AmericanStandardn’assumeaucuneresponsabilitéquantauxdommagescausésaucomptoirou
àl’évierpendantl’installation.

3.L’installationdeceproduitpeutnécessiterunearmoirefaitesurmesure.Nousrecommandonsqu’un
ébénistechevronnéfabriquelanouvellearmoireoumodifiel’armoireexistantepourceproduit.

4.Pourunbonajustemententrel'évieretl'armoire,ainsiqu'entrel'évieretladécoupuredudessus
decomptoir,etenfinentrel'évieretlastructureservantdesupport,ilestconseilléquele
fabricant/l'installateuraitenmainleproduitquiseraeffectivementinstallé.

5.LeséviersàmontagesouscomptoirdelasérieDesignercomprennentungabaritenmasonite,fourni
parl’usine,pouraiderlefabricant/l’installateuràréaliserladécoupuredudessusdecomptoir.Ce
gabaritaétédimensionnépourfaireapparaîtreunebandeuniformesurlepérimètredurebordde
l'évier;onrecommandecettebandequipermetdecompenserlesvariationsdedimensionsdu
produitfabriquéàlamain.Ilestnaturellementpossibledenepassuivrecetterecommandationmais,
danscecas,ildoityavoiraccordentreleclientetlefabricant/l’installateur...ettoutemodification
doitêtredécidéeenayantleproduitenmainetenvérifiantlesdimensionsdeceproduit.

6.L’apparenceduproduitinstalléestdelaplusgrandeimportance.Ilfauts’assurerqueles
jointsdesiliconeparaissentlemoinspossible,quel’évierestbienenligneavecl’ouverture
etquel’excédentdesiliconeestenlevé.

7.Ceproduitestfabriquéàlamainetsesdimensionsvarientdoncd’unévieràl’autre.Latolérance
dimensionnelleacceptéedansl'industriepourcetypedeproduitestde1/8po.

8.Lesspécificationsduproduitsetrouventsurnotresitewebàl'adressewww.americanstandard-us.com

ARTICLESFOURNISPARAMERICANSTANDARD

Enplusdel'évieretdesdirectivesd’installation,AmericanStandardfournitlesarticlesci-après,dans
l’emballagedel’évier:

•Crépine-panierde31/2poenacierinoxydable;uneparcuvette

•Gabaritenmasonitede1/8popourleséviersàmontagesouscomptoir

CallCustomerService

1-800-442-1902
MondaythroughFriday
8:00A.M.to7:30P.M.EST

TechnicalCustomerService

1-800-442-1902
MondaythroughFriday
8:00A.M.to6:00P.M.EST
Saturday
8:00A.M.to3:00P.M.EST

WriteCustomerService

CustomerCareatAmericanStandard
P.O.Box6820
1CentennialPlaza
Piscataway,NJ08855-6820
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