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Warranty: Limited lifetime warranty against leaks, drips, and finish flaws to the original purchaser and first consumer. This warranty is applicable to 
residential use only. Commercial use will automatically void the warranty.

The Nola™ Single Lever Concealed Pull Down Faucet has a clean, balanced design 
that suits any kitchen décor. Concealed docking seamlessly fits the dual-function 
pull-down sprayhead into the spout, for a sleek modern look. This faucet is made with 
top-quality components in order to ensure superior performance and durability. For 
easy installation, mounting hardware and an optional deck plate are included.

Chrome and Stainless Steel Finishes

Single Lever Concealed Pull Down Kitchen Faucet
KPF-1660Nola™
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Product Features
• Lead-Free All-Metal Construction 
• Single-Lever Temperature & Flow Control
• High-Arch Spout Swivels 360° for Complete Sink Access
• Concealed Dual-Function Spray & Stream  

Pull-Down Spray Head
• Smooth-Retract Hose w/ Counterweight

• High Performance / Low Flow Neoperl Aerator
• Sedal Ceramic Cartridge for Maximum Durability
• Easy-Clean Rubber Nozzles Prevent Hard Water Build-Up 
• Superior Corrosion & Rust-Resistant Finish
• 1 or 3-Hole Installation w/ Optional 10” Deck Plate
• 3 1/4” Handle Clearance


