
 
 
 

22-1.10_ Method of Operation 
 

Control Temperature by 
rotating Top Ring 

OFF →COLD→HOT 

 

Control Volume by rotating 
Aerator Shell 



Titanium (22-1.10_) 
Single Hole Faucet 
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Specifications: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

Model No. 
 

Dimensions (in.) 
CTC, Height 

Surface Finish  Model No. 
 

Dimensions (in.) 
CTC, Height 

Surface Finish 

22‐1.101‐__  5 ½, 8 7/8  Knurl or Smooth 22‐1.103X‐__ 5 ½, 13 5/8  Knurl or Smooth

22‐1.102‐__  7 ½, 12 3/4  Knurl or Smooth 22‐1.104X‐__ 5 ½, 17 ½  Knurl or Smooth

22‐1.103‐__  5 ½, 9 7/8  Knurl or Smooth 22‐1.105X‐__ 7 ½, 19 3/4  Knurl or Smooth

22‐1.101X‐__  5 ½, 12 ½  Knurl or Smooth 22‐1.106X‐__ 5 ½, 16 5/8  Knurl or Smooth

22‐1.102X‐__  7 ½, 16 ½  Knurl or Smooth

For technical support, please call 718-257-2800  

IMPORTANT INSTALLATION INFORMATION 

 USE TEFLON TAPE OR PIPE SEALANT FOR THREADED CONNECTIONS 

 DO NOT USE PLUMBER’S PUTTY ON ANY OF THE BRASS COMPONENTS 

This will cause the finish to tarnish and void the warranty. A non‐corrosive Alkoxy Silicone is 

recommended. 

 DURING SWEATING OF LINES DO NOT OVERHEAT CASTING 

Overheating may cause damage to internal mechanism 

 COPPER ADAPTORS MAY BE REQUIRED TO COMPLETE YOUR INSTALLATION 

 

NOTE: Spout shown is 1.103 

*Part will vary based on customer preference

TIA = Handle (15) and end cap of spout (4) will be knurled
TIB = Handle (15) and end cap of spout (4) will be smooth


